
 

 

NaturExpert Hartwachsöl MonoProtect 
Technical information 

 
Characteristics: Solvent-free hard wax oil based on natural and renewable oils and waxes with fast drying, 

high final hardness and good water resistance. Even a single application of NaturExpert 
Hartwachsöl MonoProtect guarantees high-quality protection with a high resistance to yel-
lowing, seamless reparability and easy maintenance of the surface. 

 A perfect result can only be achieved by carrying out the following instructions. 
 
Area of application: For the resistant finishing of highly stressed woods in the furniture, interior design and con-

tract sector, especially worktops and table tops, stairs and wooden floors. Can also be used 
on bleached surfaces, cork and natural stone floors. NaturExpert Hartwachsöl MonoPro-
tect can also be used for the selective repair of damage to a surface that has already been 
treated with NaturExpert Hartwachsöl MonoProtect. 

 
Substrates: The substrate to be coated must be dry, clean, load-bearing and free from sanding dust, 

grease, resin and other separating residues. Remove loose old coatings before treatment. 
Sand wood with grit 150-180, then with grit 320 depending on the desired effect. 

 
Hardener: NaturExpert Öl-Härter MonoProtect 
 Due to a 2-component processing of NaturExpert Hartwachsöl MonoProtect, a higher 

mechanical resilience and chemical resistance is achieved. 
 
Mixing ratio:  3 parts NaturExpert Hartwachsöl MonoProtect : 1 parts NaturExpert Öl-Härter Mono-

Protect 
 Pot life: max. 4-6 hours at 20°C/65% relative air humidity. 
 Attention: Higher material and ambient temperatures reduce the pot life. 
 
Processing: Flexible application by spraying, brushing, wiping, rolling or by spatula. A hand sanding 

machine with a suitable pad is also possible. Depending on the absorbency of the sub-
strate, NaturExpert Hartwachsöl MonoProtect is applied 1-2 times generously. After a re-
action time of a few minutes, remove the excess oil with a cloth or pad. This can be done 
manually or with a hand sanding machine. Within 10-15 minutes, a final wipe with a clean 
cloth is recommended. This will ensure that all excess is thoroughly removed. The dried sur-
face can then be finished with a suitable polishing tool (e.g. brush or pad). 

 
 Application: 

 
Spray pressure: 
Air pressure:  
Nozzle size: 
Spray 
viscosity: 

Airless 
 

80-100 bar 
---- 

0,23 - 0,28 mm 
 

approx. 50 - 70 s/4 
mm 

Airmix 
 

60-80 bar 
1,0 - 1,5 bar 

0,23 - 0,28 mm 
 

approx. 50 - 70 s/4 
mm 

gravity spray gun 
 

---- 
1,0 - 1,4 bar 
1,3 - 1,8 mm 

 
approx. 50 - 70 s/4 

mm 
  
 Depending on the spray gun in use deviations concerning spray pressure, air pressure and 

nozzle size can occur. 
 
Dilution:  NaturExpert Hartwachsöl MonoProtect is ready to use and must not be thinned. 
 
Spreading rate: Application quantity: 20-30 g/sqm. 
 30-50 sqm/l per coat depending on the absorbency of the wood and the type of application. 
 

Please turn around! 



 

 

NaturExpert Hartwachsöl MonoProtect 
Technical information 

 
Drying time: At 20°C room temperature and max. 65% relative humidity: 
 - completely dry after approx. 12-24 hours. 
 - fully cured after 5 days. 
 
Coatings:  NaturExpert Hartwachsöl MonoProtect 
 
Cleaning of tools:  NaturExpert Ölverdünnung  
 
Storage:  NaturExpert Hartwachsöl MonoProtect can be stored for 2 years in the original sealed 

container. Store in a dry, cool and frost-free place. 
 
Notes: NaturExpert Hartwachsöl MonoProtect must be stirred carefully before each application. 
 Even though surfaces coated with NaturExpert Hartwachsöl MonoProtect are dry and 

stackable after a short time, the required chemical and mechanical resistance is only 
achieved after a curing time of several days (20°C/65% RF). 

 Attention: As with all air-drying oils, there is also a certain risk of spontaneous ignition with 
NaturExpert Hartwachsöl MonoProtect. Therefore, let used cloths dry openly or store 
them for several days in a container filled with water, then dispose of them in the household 
waste. During application and drying, ventilate the interior well and keep sources of ignition 
away. Only use it in suited spray booths or in front of suited extractors. 

 
 Tested according to: 
 DIN EN 71-3: Safety of toys (migration of certain elements) 
 DIN EN 16165: 2023-02, Annex B: Determination of slip resistance of floors: R10 with 1K 

and 2K processing 
 DIN 53160: saliva and sweat resistance 
 DIN 68861-1 1B: particularly resistant to wine, beer, cola, tea, water, butter, olive oil, mus-

tard, cleaning agents, etc. (single-layer, 2K processing)  
 
Please consider: The product and the recommendations in this technical data sheet correspond to today’s 

state of the art. Our oral and written application recommendations, that are based on years 
of experience and provided to the best of knowledge, are non-committal and do not estab- 
lish a contractual relationship and secondary obligation of the sales contract. They do not 
release the user from his obligation to verify on his own responsibility the existing substrate 
and the suitability of our products for the intended purpose. In case of doubt, suitability and 
spreading rate are to be tested by creating a sample. If our products are combined or inter 
mixed with third-party products, we cannot guarantee a perfect surface finish. Our general 
terms and conditions apply 

  
 This technical data sheet replaces all previous versions 
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